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JackHammer PaintKleer™ is part of the PureGreen product line. These PureGreen products share the following environmentally
enhancing attributes:

Pure Performance e Better Environment ¢ 100% Bio-degradable
Better Health and Safety ¢ USDA Bio-preferred ¢ 100% Bio-based Renewables
Meets USDA 7 CFR Part 2902 e Designation of Bio-based Items Rules

JackHammer PaintKleer™ is a new class of Bio-based paint gun cleaner. Its unique properties will allow you to substitute PaintKleer™
for your current petroleum-based cleaner and it can be used for a longer period of time, thereby making it very economical.
Although it is a powerful paint solvent, it is also very gentle to the environment. All of its components are 100% biodegradable
and renewable from natural resources. It is a natural, safe and effective alternative to your current solvent system.

Evaporates Quickly e Longer-use-per-gallon e Leaves no film
Excellent-shelf-life e No-Petroleum-Distillates ¢ High Solvency
Removes most Polyurethanes, Enamels and Epoxies

Use JackHammer PaintKleer™ wherever you are currently using conventional solvents. The following are some suggested uses
where this product will perform well, applying by either spray or manual brush or machine:

Flushing paint lines e Cleaning paint lines and booths e Pre-painting surface cleaner
Superior performance in paint gun cleaning systems

JackHammer PaintKleer™ non-hazardous to the environment, pH Neutral and biodegradable.

Product Effectiveness: The effectiveness of this product and the speed at which it
works is determined by certain factors. In general, these factors are:

- Temperature: The warmer the temperature the faster this product will work.

Appearance Clear Liquid
The effective operating temperature is between 55°F and 120°F (13°C and 49°C). Odor y—
- Agitation: Agitation using a rag, brush or abrasive sponge speeds the process.
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- Type of stain: Some paint and epoxy mixtures take longer than others. Boiling Point >292%F (>144°C)

Soluble in Water Insoluble
It has been our experience that the “solvent” action of this product begins bH 73
immediately. The longer the product is allowed to remain on the contaminant the

Evaporation Rate 0.25

better the result.

Generally available as 20L cases (2 x 10L jugs).
IBCs available to order.

CLP: Danger: @ Causes serious eye irritation
Warning: @ May cause respiratory irritation
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